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TERRESTRIAL ANTENNAS
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MODEL ANF FM ANF FMS ANF DAB

Reference 80024 80025 80026

Frequency range MHz 87,5 ÷ 108 193 ÷ 230

Gain dB 0

Impedance Ω 75

Polarization H H/V V

Packing
dimensions (10 u.) mm 490 x 220 x 600 650 x 280 x 320 800 x 200 x 250

Weight (10 u.) Kg 7,2 6,8 6,1

MODEL ANF BIII ANF BIII9 ANF BIII13

Reference 80021 80027 80028

Channels E05 ... E12

Nbr. of elements 6 9 13

Gain dB 7,5 10 12

Impedance Ω 75

Front-to-back ratio dB 18 22 30

Length mm 1220 1536 2074

Units per package 10 1 / 10 1 / 6

Dimensions of 950 x 120 x 70 1400 x 130 x 70
packaging mm 1330 x 240 x 220

965 x 370 x 260 1425 x 270 x 230

Weight Kg 10,5 1,5 / 16 2 / 12,8

ANF BIII13ANF BIII9

6, 9 and 13 elements BIII antennas.

APPLICATION
Terrestrial TV installations, community and individual.

CHARACTERISTICS
� Robust, strong antenna, made of aluminium.
� Waterproof connection box.
� F connectors.
� Quick installation.

ANF BIII Series

Terrestrial antennas for analogue and digital DAB radio.

APPLICATION
Community and individual installations of digital and analogue radio reception.

CHARACTERISTICS
� Made of aluminium.
� Waterproof connection box.
� F connectors.
� Quick installation.
� Omnidirectionals.
� ANF DAB: Antenna for digital radio reception.

ANF RADIO Series

ANF FM ANF FMS ANF DAB




